"Terms and Conditions of this Newsletter.
The views expressed on this Newsletter are those of each Author and not necessarily those of the Rolls-Royce Club of Australia.
The information contained in this material is only for information purposes. The material does not constitute advice and you should not rely on any material
in this web site to make (or refrain from making) any decision or take (or refrain from taking) any action.
We do not make any warranty or representation as to the accuracy or fitness for purpose of any material in this Newsletter.
In no event do we accept liability of any description, including liability for negligence, for any damages or losses (including, without limitation, loss of
business, revenue, profits, or consequential loss) whatsoever resulting from use of or inability to use this Newsletter.
The information contained in this Newsletter may contain technical inaccuracies and typographical errors. The information contains material submitted and
created by third parties. We exclude all liability for any illegality arising from or error, omission or inaccuracy in such material" The purpose of these self-help
gatherings is to gain a better understanding and a working knowledge of the vehicles in our charge. It does not nor is it intended to imply that the work
carried out on these vehicles will replace the expert knowledge of those that specialise in this field. Each owner is strongly encouraged to keep his or her
motorcar maintained by a qualified professional unless they have a thorough working knowledge of the vehicle themselves.
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‘Tis the day we thought we might never see.
Terry F’s old girl hasn’t been started in over 18 years and Terry bought her only 6 or 7 years ago as a project.
You may recall in past issues that several attempts were made to get the engine to turn over but our team was
frustrated in all its endeavours. There were many theories but the main one that made any sense was the one that Terry was
hoping would be wrong. Rob Harris told him that he was positive that whoever assembled to engine had not done his
homework and that he was certain that the camshaft was way off the timing sequence.
Well Rob was absolutely correct in his assumptions (Terry was hoping he was wrong), so the camshaft had to be
removed and reinstalled. As it turns out, the camshaft was 90 degrees out.
Terry H and son Mark had arrived early to prepare for the big moment but we all wanted to wait for the rest of the
gang to be present to help in the assembly and watch the show together.

Terry And Son Mark Start Some Of The Preparations While Waiting For The Rest Of The Team To Arrive

A quick cuppa was in order and that seemed to be the magnet that attracted the early arrival of the other Members.
Alan J had even brought along a cake for the occasion and that lasted about two minutes flat.
Now, before we began we employed a new procedure which we will carry out at the start of each meeting:-

SAFE WORK PLACE PRACTICES
We may be hobbyists, but that doesn’t mean that we should cut corners as far as safety is concerned. We are of
course covered by the Rolls-Royce Owners’ Club of Australia (Victoria Branch) Liability Insurance policy as the Self-Help Group
meetings are a gazetted Club event, but a ‘Pre-Flight’ instruction procedure is good practice by anyone’s reckoning; so this is
what we will now do before the start of every meeting:
• Ensure that all participants wear adequate apparel for the job at hand (They don’t have to be overalls, but thick
clothing and ample foot protection can make all the difference).
• Ensure that Safety Goggles are on hand if grinding or power tools are used.
• Direct all Members to the location of Fire Extinguishers.
• Direct all Members to a safe Assembly area should any emergencies arise.
• Ensure that vehicles to be attended to be securely positioned on jack stands designed to support the weight of the
cars.
• If a hoist is used, it is only to be used by an operator that has been authorised to operate this equipment and has
been satisfactorily trained in its use.
• Ensure that the work area is free of potentially dangerous obstacles and free of slippery surfaces.
• Ensure that any chemicals or flammable materials are properly contained.
Above all: USE A BIT OF COMMONSENSE.
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I suppose many a reader would question why such practices are necessary – we certainly haven’t had any incidents
to date and I would argue that our meetings are no more dangerous than any other Club outing (especially events like
Concours Judging or Gymkhana Events), but being aware should always be paramount where work is to be carried out and
other groups who may wish to start their own Self-Help Group should also prepare themselves in a similar manner.
Okay. So let’s get on with it.
That lads and ladies had by now got into the swing of things and the first job was to put the pulleys and covers back
in place. Terry H. wired up all the necessary electrical connections in readiness for ignition (The wiring had to be organised
separately as the loom on the vehicle is unserviceable and will require replacement). In fact there will be a number of
obstacles that we will come across along the way but this adds to the challenge rather than taking things away from it.

‘Til next time folks,
Happy and safe motoring.

Robert Wort

*******************************

*****************************
Terry H Fiddles About With The Electricals

It’ll Be Quite Some Time before We Attend to This Area

It All Looks a Little Sparse Here Doesn’t It?

Well, The Camshaft’s At Least Back Where It Should Be

There were plenty of little jobs for everyone to do; there was the reinstallation of the front cover, priming the
carburettors, checking oil levels, and fitting the radiator to allow a modicum of cooling.
Now here was another snag.
We got the radiator and hoses fitted but when the water was being poured in, it was coming out of the back of B
Block as fast as it was coming in. it seems that the person who assembled the engine didn’t put the water temp plug and
casting plug back in and there wasn’t either of them anywhere to be seen in the parts box.
There was no doubt in everyone’s mind on the day that they wanted to fire the engine up but without some sort of
coolant, there would be a very real risk of the engine being completely ruined and then it would be ‘All over Red Rover.’ The
mood was becoming rather low at this point until Terry F (The Owner) found some material that was able to at least
temporarily blank these holes off; after all, we weren’t intending to have the motor run for hours on end; just a couple of
minutes would suffice-just enough to satisfy us all that it would indeed run.
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A Few Final Adjustments

By George! I Think We’ve Got It!
The Damn Thing Runs.

Terry completed a last minute check on the ad hoc wiring and then the fuel was connected (with fire extinguisher
nearby). Jumper leads were connected to the battery and Terry H pressed the starter button (Specially prepared for this
occasion)…..
The starter engaged.
The engine turned over.
Then...
Off she went! Yes, for the first time in 18 long years, the engine fired up. We all now knew that the engine runs-and
so did the whole neighbourhood as the engine wasn’t (and isn’t) yet muffled. Even with water in the cooling system we knew
we couldn’t run the engine for too long as the thermostat wasn’t fitted, which meant that the coolant would just recirculate
within the block and not through the radiator and the engine would soon get very hot, so Terry gave the carbies a
rudimentary tune jus to smooth things out a little and the engine ran surprisingly well-albeit for a very short time.
We were all very satisfied with ourselves because we had passed a threshold. It was time for lunch and discussions
on what our next project will be on the, now, former ‘Sleeping Shadow.’
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With No Exhaust Fitted, Everyone Knew The Engine Was
Running

Laurence’s T Series Of The Same Year As The Shadow
Came In Handy When We Need To Find Where Things Went.
Thank You Laurence.

Apart From The LPG Converter.
Everything Else Was Pretty Much The Same

Men at Work

The Cam Gear Cover In Place

Installation Of The Pulleys
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Clive Lungmuss, our ubiquitous Self-Helper from the UK and regular contributor to Crewe’d Jottings has submitted the
following cautionary tale. Thank you Clive.

A CAUTIONARY TALE
(Article by Clive Lungmuss 2008)

It was on a very wet September night and I was driving from Wales across to Clun in Shropshire. It was a weekend
of extremely heavy rainfall and the Bentley, although not by design amphibious, had coped with the small floods encountered
during the day. To resume my tale, as I approached a small town called by chance Newtown, I looked across the dials to see
if a petrol top up was needed. Petrol gauge showed half empty, and as you do, a quick glance at water temperature,
charging rate and oil pressure, SHOWING ZERO!!! How quickly you can recover from a near cardiac arrest to analysing the
situation and stop calculating how much of the house will have to be re-mortgaged to pay for an engine rebuild or at worse a
new engine. My car is a 1988 Bentley Turbo and with many of the cars now reaching an age where these hidden away parts
could be coming to the end of an active life, I trust these notes will help.
I remembered reading that the oil pressure gauge had a separate transmitter and I ‘calculated’ that the floodwater
had caused this transmitter to fail.

Notes on ‘Jacking’ Tee One Topics Issue 68 Oct 2007
The first step was to remove the front passenger side wheel. I used a trolley jack positioned under the front jacking
point (1) and before raising the car loosened the wheel nuts (clockwise to undo). Once the car was high enough to remove
the wheel I placed to axle stands under the roll bar and on each side of the jack. Then undid the wheel nuts completely and
took off the wheel. The two oil transmitters on a 1988 Bentley are slightly to the right and above the oil filter the oil pressure
gauge transmitter is the lower of the two. Access to the transmitters did not seem easy and I did think about removing the
oil filter, as this would give some space to get in forward of the transmitter. The outcome was that I was able to push my
hand through the quite narrow gap and pull off the electrical connector. 7 days later I still have the ‘scars’ on my arm!! It
could be possible to ease the connector off with a long screwdriver but as you will have to get your hand in to reconnect, the
practice could be beneficial. With a longish spanner the transmitter could be reached and undone and removed. The spanner
I used was a 3/8’’ Whitworth, 7/16’’BSF. The 18mm spanner fitted but was bit ‘sloppy’.

Oil Gauge
Transmitter

(1988 Bentley)
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Oil Transmitters

(1982 Rolls-Royce Silver Spirit)

The transmitters on the earlier Silver Spirit look more
accessible
On examination of the failed transmitter I felt the water
had finished off a somewhat elderly and frail unit.
In fitting the new sensor the workshop manual does say:

Additional Information can be read in:
Tee One Issue 60 Feb 2007
Tee One Issue 64 June 2007
The sensor I used was C46272
as fitted to Jaguar cars of the same age:
JAGUAR XJ6 - XJ12 1979 – 1987
JAGUAR XJ40 - XJ6 3.6 1987 – 1989
JAGUAR XJS 3.6 / 5.3 TO 1993

The supplier was not aware of a requirement to position the transmitter in any specific position. Needless to say I
took no chances and fitted the transmitter, as the workshop manual requires. With the longish spanner I was able to slowly
tighten the transmitter in to the correct position. Once again managed to push my hand in and locate the electrical
connection. After this I started the engine to check for any leaks but noticed that the oil pressure reading was slightly lower
than before. I have no explanation for this other than the gauge may need to be matched to the transmitter?
Put a smear of high temperature grease on the wheel nuts, replaced the wheel, removed the axle stands and let the
car come to rest gently. Tightened the wheel nuts and wondered what the next ‘surprise’ job will be.
Tightening Wheel Nuts
Tee One Topics Issue 68
Oct 2007
Happy motoring to all readers.
Clive Lungmuss
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Thank you once again Clive.
Readers’ contributions are always welcome and encouraged. If you have recently completed a project involving a
Rolls-Royce or Bentley motorcar or if you can share any handy hints, please forward them to me via the contact section of the
website listed below.
Please include photos or diagrams with your submission.
On a final note, I close this issue with a little bit of self indulgence.
When I was at the tender age of five, I lived with my sister and parents in Swindon, Wiltshire. Our family had moved
there from my birthplace in Mitcham, Surrey as my Father got a job with Pressed Steel.
I was playing with my toy cars when I asked my Dad this question. “Who makes the Best Car in the World?”
His answer was to be a life-changing moment for me and my interest in all things Rolls-Royce has never waned.
To my deep sorrow, my Father passed away on October the 10th this year and I would like to dedicate this issue of
Crewe’d Jottings to him.
My Father, Joseph Henry Wort 14/11/1924 – 10/10/2008
Thanks for everything Dad.

‘Til next time folks,

Happy and safe motoring

eÉuxÜà jÉÜà
Please visit the Rolls-Royce Owners’ Club of Australia (Victoria Branch) website for more of our local Club news.
www.rrocavictoria.org.au/
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